





L.

KNEE LIFTER COMPONENTS (2/2)

REF.No NOTE Purt No Name of Part Q'TY
] 462601 -=---emmremmmnneans Kndd Lifter Crand (Front) 1
B 462602 - - Knee Lifter Coupling Shaft 1
3 e - 462603 --------------------Knee Lifter Coupling 1
4 462604 Spring Plate 1
§ mmerermee e e e 462605 -===-=====-====-----Knee Lifter Shaft 1
6 =vn 462605 =ermermmrenmnamnces Pin |
e 462607 --------------------Retaining Plate 1
8 462608 =--===smmommmeaan --Spring 1
9 ——r m= 462603 - e Knee Lever Rod Asm. !
10 462610 -=--==--==mmemmemen- Knee Lever Rod [
e weee 462611 wmmemerrmmmmaennn --Screw 5/16-24 L=2] 1
12 - 462612 - Screw 5/16-24 L=21 !
13 - mmeeemmenmmeevenne $626]3 - wmmemeeeemmeeeenae Serew 9/64-40 L=5 |
14 - - 462614 --—rrimnienee --Screw 15/64-28 L=14.5 l
15 wvemmemmamemne - 462615 --emmemmemmeomenaa- Screw 11/64-40 L=8.5 2
16 — 462616 Screw 9/32-28 L=16 1
|7 —veemmemenneanneasenense 462617 Screw 5/16-24 L=13 l
18 462618 - Knee Lever Rod 1
19 =ememmemeeee e (1 L Knee Guird I
20 mon 862620 ~===vsnsmenmncenn --Knee Plate 1
21 ~meammeeesenmonn 46262 ---=-=--==---------- Retainer !
22 462622 Screw 15/64-28 L=14 I
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K ACCESSORIES PARTS COMPONENTS

REF.No NOTE Part No Name of part Q'TY
l-mmeemenmeemennneeaa 463001 -=-=-=r=v=ramemceenn B0k e Dt s 1
2-m=memememmmm e 463002 ~=~=rm=r=m=rmmemmren- 16 1 1
3-remmmem e ra e L Oil pan ==seseremenerocneneececeanann-- 1
L e e L L LR 463004 ---=-===mmmmmcmnnaan Needle thread guide pin-------===--- 1
Semmmmmmmmem s 463005 ===-=nrnmmmnmannan Nut 3/16-32 -=mmcmmmmmmmcme s 1
B-mmemmmmcmmameacnaa 463006 --=--=c=nsccmacanann Arm Support -=-=---=smemeemmecaaaaas 1
Jrmmemancaccnnaannnaan 463007 ==m=ma-mmencnacanaa- Head hinge -----=======cceccmaaaaanan. 2
8-nmmmmanencnaaaana- 463008 ---=marmmmemnanaa. Rubbler hinge------=====scccucacaaao- 2
Q-ecremnrnnrnennnaaae- 463009 ~=---v-mmmcmencannnn Screw 9/32-28 L=9.7---=~=ceesenc=-- 4
10 ~==meemmerenannan-. 463010 -====r=vemennemaum-an Vibration preventing rubber-------- 4
11 meemnrmmmneneeene 463011 -------==r-sememnees Nail-==r=rermrerememccmnre e e e 8
12 ~eemmaermvenencnens 463012 veememrarronvanannen Accessory box ~~=sremnasesvencsnasacs ]
R 463013 --==rmmmmmmemmnanaae Screw driver(large) -----=========uu- 1
14 -mmmemmmemmceecaas 463014 --=mnenmmmmmmmanaas Screw driver(small)-----=-===svac-- 1
| 463015 -----mmmmmmmmmmaann Hexagonal wrench kye(5mm)------ |
R 463016 --====-=mmmmmemnnann Hexagonal wrench kye(4mm)------ 1
17 wmcmmmemcamaan e 463017 --==smeemcmmmananans Hexagonal wrench kye(3mm) ------ 1
18 memeancononnasnnn. 463018 ~==enmmmmmmmmmeaneas Wrench(11-14) -=======mmmenemaee- 1
19 smmnmions amrasmas 463019 -==-=ermeecsnececen- Wrench(9-10) =------emacrecemeennm-- 1
20 =meemenacrennennas 463020 ~==memmmmmmemnenneas Needle(794 Nm=230-4) -------=---- 10
2] s=mmmmemmeeemnmnn. 46302] =-==memmecmnacennean Bobbin »==s=serorencmmne e enme e 5
22 smmmmmemreeneeneen 463022 ~-===--==semnncnana- SUPPOLting &M =vem=mammenemasvnasan I



HOW TO INSTALL THE NEEDLE

e—°

SWITCH OFF THE MOTOR BEFORE REMOVING
OR INSERTING A NEEDLE

Artisan recommends that you use only “SCHMETZ" brand Needles,
The standard needle is a Schmetz 1000

2.

Tum the hand wheel counter-clockwise and raise the needle bar
1o its highest position.

Loosen the needle set screw (1) remove the old needle and
insert a new needle (2) into the needle bar. Push it up into
the hole as far as it will go.

Remember to locate the needle scarf (A) towards the hand
wheel and the long groove of the needle to the left side.

Securely tighten the needle set screw (1).

HOW TO TAKE OUT THE BOBBIN

Turn the handwhee! counter-clockwise until the needle reaches it

lowest position and depress the bobbin case retaining latch (1)

2. After depressing the latch, the bobbin case (2) will “pop out” and

swing open. The bobbin (3) will then slide out of the bobbin

case. Be careful not to dislodge the small push spring inside the

bobbin case between the bobbin and the bobbin case.

HOW TO WIND A BOBBIN THREAD

1. Raise the presser foot with the hand lifter lever.
. Insert the bobbin onto the bobbin winder spindle.
3. Thread the winder in the order illustrated and wind the
thread four or five turns onto the bobbin,

4. Push the bobbin winder trip latch (A) down. When the

machine is operated the spindle will turn and start to wind
the bobbin,

5. When the bobbin is fully wound, the trip latch will
disengage and the spindle will stop.

To adjust the quantity of thread on the bobbin:

1. Loosen the adjusting screw and nut number (B) and (C.)
and turn the screw counterclockwise to decrease the
amount of thread on the bobbin and clockwise to increase
the quantity of thread wound onte the bobbin.

2. Tighten the locking nut after adjusting for the correct
amount of thread to be wound onto each bobbin.

If the bobbin is not winding evenly, move the thread guide (D)

either left or right to compensate.

Several Bobbins can be wound while the machine is stitching.
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HOW TO THREAD YOUR MACHINE

1. Place a spool of thread on the thread
stand which is located at the right rear of
the table top.

2. Pull some of the thread off the spool

and thread it through the eyelet directly
above the spool.

3. Pass the thread through the first thread
guide (A). The thread guide just to the left
of the label is for winding bobbins only.

4. Pull the thread over the top and between
the discs of the upper tension assembly (B).
5. Pass the the thread through the second
thread guide (C).

6. Wind the thread in clockwise direction
around the roller tension assembly (D)
one-and-a-half (13) turns and then up
through the second thread guide (C) again.
7. Thread the check spring (E), which is
located to the left of the roller tension.

8. Next, pass the thread up through the
third thread guide (F) and through the
take-up lever (G) from right to left.

9. Pull the thread downward and pass it
through the third thread guide (F) again.
10. The thread then goes through the lower
thread guide (H) and the needle bar thread
guide (I).

11. Last of all, thread the needle (J) from left
to right, leaving 5-6 in. of thread extending
beyond the needle.

i

HOW TO INSTALL THE BOBBIN

1. Pull approximately 3 to 4 inches of thread off the bobbin 3. Leave at least 3to 5 inches of thread remaining and
and insert the new bobbin into the bobbin case so that hanging out beyond the bobbin case.
when turning the bobbin turns counter-clockwise.
4, Turn the handwheel counter-clockwise, with the needle
2. Pass the thread through the slot “(A) of the bobbin case threaded one revolution, and the bobbin thread will be
and pull the thread until the thread passes under the pulled up through the needle plate.
bobbin thread tension adjusting spring and rests in the
groove as pictured. 30





